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Sediment Loading from Maumee River 
Basin to Western Lake Erie 
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Extent of Glaciation 
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Influence of Drainage Class on 
Nutrient Losses 

ÅNutrient losses were 
higher from watersheds 
with more: 

ïDirect Drainage 

ïPothole Drainage 
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Traditional Tile Risers 
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Precipitation and Stage at One Monitored Site
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Ditch Spoil Blocks Flow to 

Drainage Ditch 

Ditch Water 

Runoff Water 
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Subsurface Tile & Tile Riser Flow 

In our landscape, 
the hydrology has 

been short 
circuited. Dating 
back to the mid-
муллΩǎΣ ǎŜǘǘƭŜǊǎ 
had to drain the 
land to break the 

sod. 
Pothole is 
1.85 miles 
from ditch  

(nearest point) 
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Alternatives to Tile Risers 
ÅtǊƻǘŜŎǘ [ŀƪŜ 9ǊƛŜΩǎ ǿŀǘŜǊ ǉǳŀƭƛǘȅ  

ïReduce Sediment & Phosphorus 
loads 

ÅMust be a practice farmers will 
implement 

ïMinimize loss of productive land 

ï!ƭƭƻǿ ŦŀǊƳ ǘǊŀŦŦƛŎ όŘƻƴΩǘ ƭƛƪŜ ǊƛǎŜǊǎύ 

ïMinimal/easy maintenance 

ïApproved for cost share 

ïEffectively drain landscape 
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Rock Inlets 

Rock inlets have been 

tested in other locales as 

an alternative to tile risers: 

ïNot very effective at 

decreasing contaminant 

loads 

ïSilt in with time 

ïFarm over them??? 
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ADW ADE 

Pothole Study Site 



National Soil Erosion Research Laboratory 

млΩ ȄмлΩ .ƭƛƴŘ LƴƭŜǘ 
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Blind Inlet with riser 
alternate 
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Blind Inlet with pit-run cover  
(coarse sand and gravel) 
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Blind Inlet after 1 growing season 
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Conditions prior to runoff event of April 5, 2009 
ÅADE (riser) 
ςNo cultivation since spring 2008, 
ς100% residue cover, no disturbance 

ÅADW (blind Inlet) 
ςNo cultivation after spring 2008 
ςSilage harvest, late summer 2008 (10% residue cover) 
ςDisturbance on lower portion late fall (10% disturbed) 

 ADW Residue estimate 10% ADW disturbed estimate 10% of 
lower section 
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Computer simulations of April 5, 2009 event 

ADW 

ADE 
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Å WEPP model runs 
 predicted 60% more 
 sediment loss than was 
 collected from ADW 
Å Difference is  probably 
 due to the blind inlets 
 filtering sediments prior 
 to entering the tile 
 system 
Å We are confident in this 
 number because the 
 model predicted same 
 amount as was 
 measured through the 
 ADE tile riser with 100% 
 corn residue   

Modeled and Observed Sediment Losses from 
Fields Harvested for Corn Grain or Corn Silage

Grain (Residue) Silage (No Residue)
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April 2010 Field Events 

ÅADW and ADE 
cropped in Oat 

 

ÅTilled early April 2010 

 

Å33.5 mm precipitation 
April 25-26, 2010 
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April 2010 Hydrology
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Soluble P Concentrations During April 2010 Storm
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Percent Reductions in Sediment and 
Nutrient Loads: blind inlet vs tile risers 
 
Nutrient 

2009  
% Reduction 

2010  
% Reduction 

Sediment 11* 79 

Ammonium-N 30 59 

Nitrate-N 34% increase 24 

Total Kjehldahl N 66 48 

Soluble P 64 72 

Total P 52 78 
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Watershed Scale Assessment 

ÅBlanketed a 300 ha 
monitored 
watershed with 
blind inlets 

ÅWork with Indiana 
NRCS for 
consideration as an 
approved 
conservation 
practice 
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